Plant address:
Manuel M. Ponce # 101
Col. Lomas del Roble

C.P. 66450
San Nicolés de los Garza, N.L.
México

WARNING

ZINC OXIDE IS A STABLE, NON-FLAMMBLE
NON-HAZARDOUS MATERIAL. HOWEVER, IT SHOULD
BE TREATED AS A NUISANCE DUST AND

LED ACCORDINGLY
SEE MATERIAL SAFETY DATA SHEET FOR INSTRUCTIONS.

CAS No. 1314-13-2
ZINC NACIONAL. S.A. MONTERREY, N.L. MEXICO
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NFPA Information:
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Special Information

Biodegradable Bag

ZINC |

Net. Weight: 50 Lb / 22.68 kg

OXZINAL [ ]
ZINC OXIDE

Corporate Office: Serafin Pefia #938 Sur
Monterrey, N.L. México 64000

P

h. Fror S. or Canada (011) (52) (818) 345-4078
Fax From U.S. or Canada (011) (52) (818) 344-3446

www.zincnacional.com
MADE IN MEXICO
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packaging

MONDI PACKAGING MEXICO
S.DER.L.DEC.V.

Cliente: Zinc Nacional

Impresion: Zinc Oxide Oxinal exp 2/c recto
Saco Corte: Recto

Medidas: 49 x 66 x 14 cm

Largo de tubo: 84 cm

Traslape: derecho

Tintas:azul 286

Papel: kraft

Observaciones:

Fecha: 22/ Oct/ 08

Elaboré: Efrain Astello

No. de Producto: 1047145/05
Revisado por:

Este boceto no tiene validez sin la firma del vendedor
ylo correo de autorizacion.

[l azul 286

Pasé a version 05 debido a que cambié
de escalonado a recto

Grabado nuevo porque se redujo para
que el cubrefondo superior no tape la
impresion






